
Metro LITE Drive
The easy way to manage  
off-street parking

•	 8.4” colour SVGA Touch screen

•	 Cashless payments

•	 QR code eReceipts

•	 Remotely top up time with PayStay

•	 Dual SIM wireless communications 
or Ethernet offline operation 

•	 Integration to EziCom for  
reporting, remote enforcement,  
and barrier control

•	 Integrates to leading LPR camera 
solutions for barrier or barrierless 
entry exit applications

FEATURES

Orikan’s Metro LITE Drive 
terminal is a smart, flexible 
machine designed to support 
your  off-street parking 
operations, no matter how you 
approach them. The cost-
effective terminal works with 
barrier and non-barrier access 
control solutions, and has the 
option to add LPR cameras, 
an intercom and support 
transportation cards with  
the addition of a propriety  
card reader.
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Cabinet Construction material 
and finish

Cabinet: aluminium

Non-corrosive, powder coated finish

Dimensions Height: 1250 mm 
Width: 200 mm 
Depth: 170 mm

Weight 15kg

Power Mains power 220-240 V AC or 110 V AC

Locking system Cabinet and vault Abloy executive manual key for cabinet lock

Customer 
payment options

Card payment Real time online, PCI-DSS, EMV, P2PE compliant platform 

Supports chip, NFC & Mag Stripe

Modular hardware Optional configurability Intercom

Proprietary card reader for transportation cards

Screen display Touch screen Colour 8.4” LCD 800x600 1000Nit, I2C, PCAP, AG, 2.8mm  
cover lens

Configuration 
options

Programmable Standard—Pay-by-Plate & Pay-by-Space

Custom application options

Receipts options Electronic receipts SMS, email, and QR code direct download, web download

Installation Concrete pad  
with bolts 

Designed to be mounted directly onto a concrete pad with M16 
concrete bolts

Communications and  
management software

EziCom, with APIs for third party integration

Communications Ethernet (Lantronix modem) including offline operation

Wireless 4G dual SIM modem

Maintenance diagnostics and warnings On-site self-testing diagnostics (standard)

Remote warnings

Warranty Standard 12 months—excluding vandalism, wilful damage, 
accidents, acts of God

SPECIFICATIONS


